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GY-PROMOTION
MODULAR GROOVING SYSTEM   
FOR PRECISION AND RELIABILITY 

70%
 PRICE ADVANTAGE* 

AND MORE...
*based on list prices.
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NEW TRIFORCE CLAMPING SYSTEM FOR INCREASED 
STABILITY AND PERFORMANCE

The TRIFORCE system ensures the blade is securely fixed in 3 directions  
(side, front and top), giving high rigidity for a stable grooving performance.

VP20RT (1ST RECOMMENDATION)

PVD coated grade suitable for a wide range of applications. The combination of a 
special tough cemented carbide substrate with MIRACLE coating provides an 
excellent balance of wear and fracture resistance.

VP10RT

PVD coated grade with a cemented carbide substrate harder than VP20RT.  
For use on difficult to cut materials and for extending tool life.

HIGHLY RELIABLE INSERT CLAMPING

Original insert design leading the way to new grooving applications.
Safety keys prevent insert movement.
The convex geometry ensures high precision clamping.
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PR-GY0200GM-VP20RT-L

3.0 mm GM VP20RT

KIT DESCRIPTION CUTTING WIDTH 
(MM)

INSERT & GRADE PCS/KIT HOLDER BLADE *PRICE

PR-GY0200MM-VP20RT-R 2.0 GY2M0200D020N-MM VP20RT 10 GYHR2525M00-M25R GYM25RA-D12 £ 99.00

PR-GY0300MM-VP20RT-R 3.0 GY2M0300F040N-MM VP20RT 10 GYHR2525M00-M25R GYM25RA-F12 £ 99.00

PR-GY0400MM-VP20RT-R 4.0 GY2M0400G040N-MM VP20RT 10 GYHR2525M00-M25R GYM25RA-G14 £ 99.00

PR-GY0500MM-VP20RT-R 5.0 GY2M0500H040N-MM VP20RT 10 GYHR2525M00-M25R GYM25RA-H14 £ 99.00

PR-GY0200MM-VP20RT-L 2.0 GY2M0200D020N-MM VP20RT 10 GYHL2525M00-M25L GYM25LA-D12 £ 99.00

PR-GY0300MM-VP20RT-L 3.0 GY2M0300F040N-MM VP20RT 10 GYHL2525M00-M25L GYM25LA-F12 £ 99.00

PR-GY0400MM-VP20RT-L 4.0 GY2M0400G040N-MM VP20RT 10 GYHL2525M00-M25L GYM25LA-G14 £ 99.00

PR-GY0500MM-VP20RT-L 5.0 GY2M0500H040N-MM VP20RT 10 GYHL2525M00-M25L GYM25LA-H14 £ 99.00

Your order number example:

HOW TO FIND THE CORRECT ORDER NUMBER

Promotion

Grooving width        

Chipbreaker

Grade

Left hand

1 Select grooving width 2 Select chipbreaker and grade 3 Select type
Left hand holder

* Offer valid while stocks last 
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